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FEATURES

® 25" or 2" Thick with Overlay
with Full Thermal Break

® 0.081 Tested U-Factor (9200 Models);
0.110 Tested U-Factor (9200a Models);
0.096 Tested U-Factor (94600 Models)

¢ Environmentally Compliant
Polyurethane Insulation

e 24-Gauge Aluminum (9200a Models)
or 26-Gauge Galvanized Steel (9200 &
9600 Models)

® Polyurethane Overlay Boards
e 17 Base & Overlay Colors
¢ 42 Door Designs
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* 10 Window Options
* 5 Impact Polycarbonate M
Glazing Options Yn\!;!?t,dNo!'ﬁgg
= o Available with Wind Load
& |mpact Options Te.xas/Non-Texas
. * Industry Leading Warranty (pog 30) Yn\!;a'c‘t/dm!'_ggg

e Lifetime Rust-Through & Delamination
e Finish Warranty (pg 30)

® 6 Year Hardware

¢ 5 Year Overlay Delamination

* 3 Year Spring

® | Year All Other Components
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Door Design Options
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Most designs are available with Most designs are available inverted. Available in flush or v-groove
plain or arch top sections. base panels.

All models shown are available with multiple style options: 9200,
9200a & 9600 models, flush or v-groove base panel option, and
or single or double door designs. Most models are available with
plain or arch top sections. Some designs can be inverted to
match other features on the home. See the best option directly
on your home by using our online visualizer at haascreate.com.
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Available in single or double door designs.

9200 Plain/9210 Arch 9201 Plain/9211 Arch 9202 Plain/9212 Arch 9209 Plain 9220 Plain/9230 Arch 9221 Plain/9231 Arch
9200a Plain/9210a Arch 9201a Plain/9211a Arch 9202a Plain/9212a Arch 920%a Plain 9220a Plain/9230a Arch 9221a Plain/9231a Arch
9600 Plain/9610 Arch 9601 Plain/9611 Arch 9602 Plain/9612 Arch 9609 Plain 9620 Plain/9630 Arch 9621 Plain/9631 Arch
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9241 Plain/9251 Arch 9242 Plain/9252 Arch 9243 Plain/9253 Arch 9244 Plain/9254 Arch 9260 Plain/9270 Arch
9241a Plain/9251a Arch 9242a Plain/9252a Arch 9243a Plain/9253a Arch 9244a Plain/9254a Arch 9260a Plain/9270a Arch
9641 Plain/9651 Arch 9642 Plain/9652 Arch 9643 Plain/9653 Arch 9644 Plain/9654 Arch 9660 Plain/9670 Arch




American Tradition

9000 Sel’lﬂS
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nyalnut overlays, al

9200 & 9200a 9600

A Full Thermal Break is used in the tongue-and-groove
construction of all 9000 series doors. This rigid viny!
extrusion seals the joints and eliminates metal-to-metal
contact, which limits the transfer of temperature.

9200 & 9200a series doors include Air Infiltration Seals,
which exceed the ASHRAE 90.1 Standard when installed
with standard bottom seal and commonly available rigid/

flexible vinyl door stop.

9222 Plain/9232 Arch 9223 Plain/9233 Arch 9224 Plain 9225 Plain 9226 Plain 9240 Plain/9250 Arch
9222a Plain/9232a Arch  9223a Plain/9233a Arch 92243 Plain 9225a Plain 9226a Plain 9240a Plain/9250a Arch
9622 Plain/9632 Arch 9623 Plain/9633 Arch 9624 Plain 9625 Plain 9626 Plain 9640 Plain/9650 Arch
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9261 Plain/9271 Arch 9262 Plain/9272 Arch 9280 Plain/9290 Arch 9281 Plain/9291 Arch 9282 Plain/9292 Arch 9289 Plain/9299 Arch
9261a Plain/9271a Arch  9262a Plain/9272a Arch  9280a Plain/9290a Arch  9281a Plain/9291a Arch  9282a Plain/9292a Arch  9289a Plain/929%a Arch
9661 Plain/9671 Arch 9662 Plain/9672 Arch 9680 Plain/9690 Arch 9681 Plain/9691 Arch 9682 Plain/9692 Arch 9689 Plain/9699 Arch

American Tradition™ 9000 Series / 2%;" or 2" thick / 0.081, 0.110 or 0.096 Tested U-Factor



Enjoy the handcrafted quality and rich traditional
carriage house style without the maintenance of
wood. The American Tradition™ 9000 Series doors
contain environmentally compliant polyurethane
insulation with a 0.081,0.110 or 0.096 tested
U-Factor. They are available in twelve solid and five
wood grain colors, with an option to mix and match
any combination. (examples: almond boards on a
sandstone door or carbon black boards on an
american walnut door)

Solid Base & Overlay Colors ——
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Polar White A Almond

Sahara Tan Sandstone A

Trinar® Beige Bronze*

Trinar® Brown™ Espresso*

Color Notes: Wood grain overlays are handcrafted and
can vary slightly in color like real wood.

*
Brown Gray Trinar® colors on steel sections carry a 35-year finish warranty.

Trinar® overlay colors are color matched to the steel sections
but do not contain the Trinar® additive, therefore fall under
standard 5 year overlay warranty.

*These colors include a cool chemistry paint finish on the
base door and are not recommended for projects
with extreme exposures to heat and sunlight.

A Base color options available for aluminum 9200a models.

Charcoal* Carbon Black* A

Due to the printing process, colors may vary.
For an accurate color match, contact your Haas Door dealer.
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Mahogany

e

Graywood

American Walnut

English Oak



Top Section Window Designs

Windows available in top 2 sections
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Glazed 8-Pane

Glazed Plain Glazed Arch

Solid Solid Arch

Double Doors available in single or double arch

_ v
6 3 \_ in polar white with polar white overlays; =gy
double arch 8-pane windows
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P 9 640 in polar white with polar white overlays, =~ *
e 4-pane impact windows

Hinges (optional) L L
Handles (standard)





